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prior to construction so that all utilities may be located in the
fietd. If the Confractor perceives that a conflict between The
utilities and the traffic signal equipment will occur, the Contractor
shal | notify the dppropriate Project Enginesr immediately.

6. The contractor shall be responsiblie for terminating all signa!l cables
excluding interconnects to the appropriate terminals and properily
{dbel| each cable.

7. Disconnecting and splicing of interconnect cable shali be performed
by Montgomery County Forces. The contractor shail run the interconnect
cable into the base of each cabinet and properly tag the cable. Contact
M. Bob Gonzales at (240) 777-8761 seventy two hours in advance of the
infended work.
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mf"“‘—‘“—~ﬂ—%ﬁ‘__hﬁ_~_51h — — _ A. Use existing base mounted cabinet/controller, and all atached equipment.
— T T B. Use existing steel sirain pole.
—— C. Install 12 in. x 32 f+. steel strain pole with pedestrian signalheads. psdestrian
—— pushbutton. and pedestrian pushbutton sign (Note: one 4 in. PYC conduit bend).
e . Install handhole on existing conduit run.
T E. Instail handhole.
e F. Instail 6 ft. x 6 ft. vehicle loop detectors (4 furns).
G. Install¥in. steel span wire with black faced vehicle signal heads. and signs.
- Relocate sign as shown.
e r - H. Use existing span wire. Remove and replace existing signal heads. Install new
*r%—r“.;:th?if?;:r;:;;:?;:r;;?,M_HH:__hhhﬂ biack faced traffic signal heads. and signs. Relocate signs as shown.
mh'“”';:‘::i:::::;:rl:f____1 J. Use existing steel span wire. Replidace existing vehicle signal head with black
e r o faced vehicte signal heads.
____*.::::::::::::::::::::::::__n__“ K. Remove existing pavement markings by grinding.
_“""‘“:::::::::::::::::::::__h*__ L. Install 1 in. {iquid tight flexible conduit for loop detector lead-in.
T R M. Install 2 in. polyvinyl chloride [Schedule 80| electrical conduit - trenched.
I e 0. Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit ~ trenched.
28 (/(ey Wesi /] - P. Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit - slotted in roadway.
—_— l/us?,/) Q. Install 12 in. wide pavement marking -white for crosswalk.
“““““ D —_— R. Instali & f+. x 22 f+. quadrupole type vehicle foop detector (3-6-3 turns).
e e o e e e — S. Install 24 in. wide pavement marking — white for stop line.
e e e T T T T e T T e e T T e T e e e 1. Remove existing handhole
o '—‘“*h~—~T:lf:lt::i:;tzlt:;T::*“_hﬁ_ U. Remove existing handhoie. Tie new 2 in. polyvinyl chloride [Schedule 80] electrical
-—-h~_w_%__;j:;fjjg?w“““*‘~w--hﬁq_m“___‘_ 'H“‘““T:;‘:lrtat:;::;t:;____$“ conduit to existing conduit.
oy L] %—L““"“‘"“-—m--____N‘_H::j::"*‘““ L—hhﬂ_‘__hh T V. Remove existing steel strain pole and alt attached equipment.
NOTES 1gMOT—way Line \ @ — “““‘%%%ﬂ:““ W. Remove existing span wire and alt atiached equipment. Relocate signs.
Tea] N . X. Abandon existing loop detector.
1. Geometrics shall be confirmed prior to the installation of Right-of Way Line T — Y. Cap and obandongexisiing conduit
i equi . All signal equipment to be installed at ___—‘__-““"““*“* ' '
ifgnf' q§|pmen+ It sig quip ‘ \\\\\\\ — Z. Use existing handhole. Splice existing loop detector o new 2-conductor aluminum
inal grade. .
shielded cable.
2. Lloop detectors and conduits shall be installed prior fo a. Use existing conduit
the installation of pavement markings. b. Use existing hGhdhOlé
. i il sed and are fo be installied ) '
3 z;vj::ngozﬁiz;:gi ?ifz;czfdzgzep;?zz ;D ::A siond&rds i ;Tz c. Use the next existing handhole. Puli back existing 1/C cable and rerun in new conduit
| - .
to existing cabinet.
other pavement markings will either be instciled as part d IﬂSTG;I ; ?ﬂ céndu'+ ‘nto existing cabinet foundation
. - I | | | ] i .
of the Developer's project or are to be considered as existing. 6. Pavement marking to be installed bg MC-DOT
4. This plan is a revision to the traffic signat buili by Montgomery ‘ ! '
County.
5. All underground and overhead utitities shown on these plans
are schematic and dre not to be considered complete. The
Contractor shali be responsible for notifying all utility companiss
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Geomatric changes.

Relocate poie and loop work.
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